
+ 5  V A N T A G E  L E N S
A I 1 0 0 - 0 7 9  

S P E C I F I C A T I O N S

K E Y  F E A T U R E S  
Compatible with the Omni Vantage interchangeable-lens system. 

Offers a wide magnification range suitable for both macro-level overviews and detailed close-up

inspections. 

Integrates seamlessly with Omni Vantage software, requiring no recalibration when swapping lenses

due to calibration tracking capability. 

Fully compatible with ASH lighting accessories including diffused LED dome lights, ring lights and

others providing flexible illumination options for different samples and applications. 

* S p e c i f i c a t i o n s  o b t a i n e d  u s i n g  a  2 7 ”  M o n i t o r  
 P l e a s e  n o t e  t h e s e  s p e c i f i c a t i o n s  r e l a t e  t o  O m n i  V a n t a g e

MAGNIFICATION RANGE (X)
OPTICAL/DIGITAL 

FOV, MIN ZOOM OPTICAL / DIGITAL 
W x H (mm) 

FOV, MAX ZOOM OPTICAL / DIGITAL 
W x H (mm) 

WORKING DISTANCE (MM) 

DEPTH OF FIELD (MM) 

2.7 → 61.6 x / 
61.6d → 123d 

217 x 121 /  
9.7 x 5.5 

9.7 x 5.5 /  
4.9 x 2.7 

188

55 (Min. Zoom) 

VIDEO LATENCY (MS) 20 (50Hz) / 17 (60Hz) 


